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BSI global shutter CMOS image sensor with
SmartGS®-2 Plus technology
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Achieves high imaging performance, high speed,

and high dynamic range
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SmartSens Technology (Shanghai) Co., Ltd. (Stock
Code: 688213) is a high-performance CMOS image
sensor (CIS) chip design company. It is headquar-
tered in Shanghai and has research centers in
many cities around the world.

SmartSens has been dedicated to pushing forward
the frontier of imaging technology and growing in
popularity among customers since it was estab-
lished. SmartSens’ CMOS image sensors provide
advanced imaging solutions for a broad range of
areas such as surveillance, machine vision, auto-
motive and cellphone cameras.

SmartSens is committed to continuous innovation
of products and fueling growth in numerous indus-
tries by delivering a more comprehensive portfolio

of image sensors.
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SMartGSs®-2 Plus Series
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Resolution
Pixel Array
Pixel Size

Optical Format

Max Frame Rate

S

SMARTSENS

2MP
1616 (H) x 1216 (V)
3.45um x 3.45um
1/2.6”

1600 x 1200 @ 130 fps 10-bit
MIPI/LVDS 4 Lane @ 1.5V
1600 x 1200 @ 100 fps 10-bit
MIPI/LVDS 2 Lane @ 1.2V
1440 x 1080 @ 150 fps 10-bit
MIPI/LVDS 4 Lane @ 1.5V
1440 x 1080 @ 120 fps 10-bit
MIPI/LVDS 2 Lane @ 1.5V
1280 x 1024 @ 160 fps 10-bit
MIPI/LVDS 4 Lane @ 1.5V
1280 x 1024 @ 120 fps 10-bit
MIPI/LVDS 2 Lane @ 1.5V
640 x 480 @ 300 fps 10-bit \_
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High frame rate CMOS image sensor
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Incorporating advanced technologies
including SmartGs®-2 Plus,
the sensor is ideal for industrial inspection
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The HDR function leads to higher precision
of industrial inspection

MIPI/LVDS | Lane @ 1.2V

Output Interface

12/10/8-bit 1/2/4 Lane MIPI 4
12/10/8-bit 1/2/4 Lane LVDS
10-bit DVP parallel

Output Format
CRA

Sensitivity
Dynamic Range

SNR
Operation Temperature

Best IQ Temperature

10-bit RAW

00

13490 mV/lux's
Linear Mode: 61.5dB \_
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Industrial Machine Vision Cameras

HDR Mode:>90dB
375 dB

-30°C ~ +85°C
-20°C ~ +60°C

Power Supply

AVDD = 3.0/2.8+0.1V
DVDD = 1.2/1.5+0.06V

Package Size

6.48mm x 5.18mm

48-pin, CSP;,CLGA

WeChat Linkedin

Website www.smartsenstech.com

CsaoSwi | security@smartsenstech.com
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Building 8, Shanghai Business Park IV, No. 889 Tianlin Road,

Minhang District, Shanghai
Tel: 021-6485-3570

ERBEFEAF LK REFB2S KM HTOE2201E
Room 2201, Building T6, Dazu Plaza, No.2, South Ronghua
Road, Economic-Technological Development Area, Beijing
Tel: 010-6786-3626
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B2801, Building B, Galaxy WORLD, No.1 Yabao Road,

Bantian Street, Longgang District, Shenzhen
Tel: 0765-2373-9713
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MFBRIEMZ ARG EHXHRTETAEA3405280F
4340 stevens Creek Blvd, Suite 280, San Jose CA95129
Tel: +1 408 981 6626




