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SmartSens new Al Series image sensor with
SmartClarity®-3 technology
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Delivers enhanced performance in full-color night vision,

low power consumption, and imaging at high temperatures
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SmartSens Technology (Shanghai) Co., Ltd. (Stock

Code: 688213) is a high-performance CMOS image
sensor (CIS) chip design company. It is headquar-
tered in Shanghai and has research centers in
many cities around the world.

SmartSens has been dedicated to pushing forward
the frontier of imaging technology and growing in
popularity among customers since it was estab-
lished. SmartSens’ CMOS image sensors provide
advanced imaging solutions for a broad range of
areas such as surveillance, machine vision, auto-
motive and cellphone cameras.

SmartSens is committed to continuous innovation
of products and fueling growth in numerous indus-
tries by delivering a more comprehensive portfolio

of image sensors.
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SmartClarity®-3 Series
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Resolution
Pixel Array
Pixel Size
Optical Format

Max Frame Rate

4AMP

2568H x 1448V

2.0um x 2.0pm

1/3"

2560H x 1440V @60fps

Output Interface

10 bit 1/2/4 lane MIPI

Output Format
CRA

Sensitivity

RAW RGB
150
4416mV [Luxs

Dynamic Range

Linear Mode 81dB
HDR Mode > 100dB

SNR
Operation Temperature

Best IQ Temperature

38dB
-30°C to +85°C
-20°C to +60°C

Power Supply

Analog = 2.8+0.1V
Digital =12+0.06 V
/O =18+01V

Package

Package Size

35 pin CSP

5.79mm x 3.5bmm

Linkedin

WeChat

Website www.smartsenstech.com
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SmartSens’ latest SmartClarity®-3 enable
performance upgrades
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Enhanced full-color night vision
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Imaging at high temperatures
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Low power consumption

~
J

vizzl7=3l | Applications

" XARMEERS

Home Security Systems
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Conference Call Devices

= AL EET

Mobile Device Cameras
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Building 8, Shanghai Business Park IV, No. 889 Tianlin Road,

Minhang District, Shanghai
Tel: 021-6485-3570
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6F., No.168, Sec.2, Fuxing 3rd Rd., Zhubei City,
Hsinchu County 302, Taiwan

B FENRE

EEMEBEE21SABPOI0EFE

B RNDAE

RM F, 10/F, INFOTECH CENTRE, 2 HUNG TO RD

3]
L= S vl automotive@smartsenstech.com AR KRS ERERBE1S 2AWORLD BEE2801E
V)

3 hinevisi tsenstech. o B XEEAE)
Bl gy machinevision@smartsenstech.com B2801, Building B, Galaxy WORLD, No.l Yabao Road,
MARBEMERETEHEXRTERAE43405280F

Bantian Street, Longgang District, Shenzhen
Tel: 0765-2373-9713
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Hith cs@smartsenstech.com

4340 Stevens Creek Blvd, Suite 280, San Jose CA95129
Tel: +1 408 981 6626




