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SmartSens Technology (Shanghai) Co., Ltd.

(stock Code:688213) is a high-performance
CMOS image sensor (CIS) chip design company.
It is headquartered in Shanghai and has research
centers in many cities around the world.
SmartSens has been dedicated to pushing
forward the frontier of imaging technology and
growing in popularity among customers since it
was established. SmartSens’ CMOS image sensors
provide advanced imaging solutions for a broad
range of areas such as surveillance, machine
vision, automotive and cellphone cameras.
SmartSens is committed to continuous innovation
of products and fueling growth in numerous
industries by delivering a more comprehensive

portfolio of image sensors.
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Resolution 14MP
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SmMartGS™-2 Plus ~
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Higher horizontal resolution (4480Hx3072V)
with reduced blind spots
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SmartSens’'SmartGS™-2 Plus technology
enables distortion-free and clear imaging

4496H x 3104V
3.45 um x 3.45um
117"

4480 (H) x 3072 (V)
@ 62fps 10-bit

14/12/10/ 8-bit 1/ 2/ 4] 8/ 2x4

Pixel Array
Pixel Size
Optical Format
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Max Frame Rate ) e
High sensitivity

" SESEE
Lane MIPI =)
Output Interface . High dynamic rage
12/10/8-bit 1/2/ 4/ 8 Lane LVDS
Output Format RAW RGB m {EIgE
Low noise
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| Applications

Sensitivity Color: 9332 mV/luxs

/)

Linear Mode: 62.3 dB
ColGain HDR Mode : 65.67 dB

ZXFFENSE: > 100 dB

Dynamic Range

SNR 42 dB " BEERBRS
Operation Temperature Range -30°C ~ +85°C Intelligent Transportation System
Best 1Q Temperature -20°C ~ +60°C B TVARW

Analog = 2.8 V£0.1V Industrial Machine Vision Cameras
Power Supply Digital = 1.5 Vv+0.06 V " ety

/o =18V01V Automotive

Package 300-pin CLGA

" RPGERS

Security Surveillance System

Package Size 25 mm x 21 mm CLGA

" BRERXARS
Motion Monitoring
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Building 8, Shanghai Business Park IV, No. 889 Tianlin Road,

WeChat Linkedin Minhang District, Shanghai Economic and Technological Development District, Hefei
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B2801, Building B, Galaxy WORLD, No.l Yabao Road,
Bantian Street, Longgang District, Shenzhen

Tel: 0765-2373-9713
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4633 Old Ironsides Dr. Ste330 Santa Clara, CA 95054
Tel: +1 408 981 6626




